
 

 
 
 
 
 
 
 
 
 
 
 

 

 
 

 
 
 
 

     
 
 
 

            
 
 
 

 
 
 

Technical Data &  Information 
 
Standard Features Include: 

·  Hydraulic tilting and motorized rotating bench w/ 
Digital readout 

·  Automatic 45 and 90 degree turn table movement 
·  20hp direct drive cutting motor 
·  Motorized cross gantry and bridge movement w/ 

digital read out  
·  Hydraulic tilting up/down saw head movement from 0 to 

45 degrees 
·  Motorized Z movement for automatic plunge cutting  
·  Laser beam 
·  PLC controlled  
·  Automatic programmable cutting program 
·  Solid cast iron bridge, gantries & Z movement 
·  16”  granite blade 

 
Technical Data:  

·  Approximate production rate 10’  in 50 seconds in 1 1/4”  
stone 

·  Blade diameter –16-24”  
·  Maximum cutting thickness using a 24”  blade – 8”  
·  Maximum cutting length – 10.5’  
·  Blade motor power – 20hp 
·  Blade Rotation – 1440 RPM 
·  Automatic plunge tilting head - 0° to 45° 
·  Transformer supplied to convert 380v 3 phase power to 

220v – 3 phase (40hp) 60 amps 
·  Water consumption – 5 gal a minute 
·  Beams bathed in oil with protective housing on all 4 

beams 
·  Blade-bearing slide feed w/electric drive 
·  Approximate loading capacity of table 1,320 lbs 
·  19’0”L x 16’0”W x 11’0”H 
·  Approximate total weight 17,500 lbs. 
·  Equipment warranted &  serviced by RMC (6 months 

electr ical, 12 months mechanical. 

2656 Quality Court, Suite B, Virginia Beach, VA 23454 
Phone: 800-624-8210 or 757-340-5611 Fax: 800-525-8481 or 757-340-3301 

Email: Corissa@regentmachinecorp.com 
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