
 

 
 
 
 
 
 
 
 
 
 
 

 

 

 
 

 
 
 

 
 
 

 
 
 

Technical Data &  Information 
 
Standard Features Include: 

·  Rotating table with quick locking at 0°, 45°, & 90° 
and auto-lock at any degree w digital readout 

·  20hp direct drive sawing motor 
·  Hydraulic tilting table 
·  Motorized cross gantry and bridge movement with 

digital read out  
·  Motorized up/down saw head movement  
·  Laser beam 
·  14”  granite blade 
·  Double bridge beam construction 
·  Hand held remote control 
·  Repetitive cutting program 
·  Saw head tilts to 45 degrees 

 
Technical Data: 

·  Maximum blade diameter – 20”  
·  Maximum cutting thickness using a 20”  blade – 6”  
·  Maximum cutting size - 12’x12’  
·  Z Axis movement –16”   
·  Blade motor power – 20hp 
·  Blade Rotation – 1450 RPM 
·  Tilting head - 0° to 45° 
·  220v – 3 phase, 60hz, 60 amps 
·  Up/down motor – 1hp 
·  Left/right motor – 1.5hp 
·  Bridge back/forth motor – ¾ hp 
·  Water consumption – 5 gal a minute 
·  Beams bathed in oil with protective housing on all 4 

beams 
·  Blade-bearing slide feed w/electric drive 
·  19’0”L x 15’0”W x 10’0”H 
·  Total weight 8,074 lbs. 
·  Equipment warranted &  serviced by RMC 
     (6 months electr ical, 12 months mechanical). 

 
2656 Quality Court, Suite B, Virginia Beach, VA 23454 

Phone: 800-624-8210 or 757-340-5611 Fax: 800-525-8481 or 757-340-3301 
Email: Corissa@regentmachinecorp.com 
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